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System variants

Areas of application

Delivery includes

EM 100 G2

ME 2

ME 4

EK 100 G2

SKM 100 G2

SKP 100 G2

SK 100 G2

ME 3 headmic

System Areas of application

w 112 Theater, presentation (omni-directional)

w 122
Theater, presentation (high feedback 
rejection)

w 152 Sports (aerobic), vocals

w 172 Instruments 

w 135 Speech, vocals

w 145 Vocals (high feedback rejection) 

w 165 Vocals, presentation (high feedback rejection)

w 100-ENG
Versatile system, 
camera-mounted applications 

w 112-p  Presentation, camera-mounted applications

w 122-p
Noisy environments, 
camera-mounted applications

w 135-p Speech, vocals, camera-mounted applications
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w 112 X X X X 2 X X

w 122 X X X X 2 X X

w 152 X X X x 2 X X

w 172 X X X 2 X X X

w 135 X X X 2 X X X

w 145 X X X 2 X X X

w 165 X X X 2 X X X

w 100-ENG X X X X 6 X X X X

w 112-p  X X X 4 X X X X

w 122-p X X X 4 X X X X

w 135-p X X 4 X x X X X
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Overview of operating controls

EM 100 G2 rack-mount receiver
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Operating controls LC display panel

� LC display

� � button (UP)

� � button (DOWN)

� SET button

� POWER button
(serves as the ESC (cancel) key in the 
operating menu)

� Cable grip for power supply DC cable 

� DC socket for connection of mains unit (DC IN)

� Audio output (AF OUT BAL),
XLR-3M socket, balanced

� Audio output (AF OUT UNBAL),
¼” (6.3 mm) jack socket, unbalanced

� Service interface (DATA)

� Antenna input II (ANT II), BNC socket

� Type plate

� Antenna input I (ANT I), BNC socket

� Display for the current channel bank “1 ... 8, U”

� Display for the current channel number “1 ... 4”

� “B.CH“ – abbreviation for channel Bank and 
CHannel number

� Alphanumeric display


 “MHz“ – appears when the frequency is displayed

� Transmitter low battery icon 
(LOW BAT warning) 

� Lock mode icon
(lock mode is activated) 

� 8-step level display for received RF signal “RF”


 8-step level display for received audio signal “AF”, 
with “PEAK“ warning

	 “PILOT” display
(pilot tone evaluation is activated)

� Diversity display 
(antenna I or antenna II active) 

� “MUTE” display
(audio output is muted)
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EK 100 G2 bodypack receiver
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Operating controls LC display panel

� Audio output (AF OUT), 3.5 mm jack socket 
(unbalanced)

� Antenna

� Red LED for operation and 
battery status indication (ON/LOW BAT)

� Green LED for RF signal indication (RF)

� SET button

� �/� rocker button (DOWN/UP)

� Battery compartment

� Battery compartment cover

� Unlocking button

� ON/OFF button
(serves as the ESC (cancel) key in the 
operating menu)

� LC display

� Alphanumeric display

� “B.CH“ – appears when the channel bank and 
the channel number are displayed

� “MHz“ – appears when the frequency is displayed

� 4-step battery status display 


 Lock mode icon
(lock mode is activated)

� “PILOT” display 
(pilot tone evaluation is activated)

� “MUTE” display
(audio output is muted)

� 7-step level display for received audio signal “AF”


 7-step level display for received RF signal “RF”
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SK 100 G2 bodypack transmitter
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Operating controls LC display panel

� Microphone/line input (MIC/LINE),
3.5 mm jack socket

� Antenna

� Red LED for operation and 
battery status indication (ON/LOW BAT)

� Yellow LED for audio peak (AF PEAK)

� SET button

� �/� rocker button (DOWN/UP)

� Battery compartment

� Battery compartment cover

� Unlocking button

� ON/OFF button
(serves as the ESC (cancel) key in the 
operating menu)

� LC display

� MUTE switch

� Alphanumeric display

� “B.CH“ – appears when the channel bank and the 
channel number are displayed

� “MHz“ – appears when the frequency is displayed

� 4-step battery status display 


 Lock mode icon
(lock mode is activated)

� “PILOT” display 
(pilot tone transmission is activated)

� “MUTE” display
(audio input is muted)

� 7-step level display for audio signal “AF”




